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RReeppllaacceemmeenntt  PPaarrttss:: DDiimmeennssiioonnss::
1st  Stage Element:
2nd Stage Element:
3rd Stage Element:

Bowl O-ring:
Auto Drain:

Mounting Bracket (Opt):

3P-060 or 3P-150
3C-060 or 3C-150
3C-061 or 3C-151
KSG-171 or KSG-176
N32-95-973-FG
BK-1

This unit eexxcceeeeddss HEPA Filtration Standards

Part # KKHH--115500--SS0088--33SS
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Air nozzle applications within the “food industry” are a perfect fit for the RTi Direct Contact Filtration product.
An example of this would be the blowing off of defective items from a production line to insure product quality. 

All manufactures want to insure that defective containers and food products are removed prior to packaging and
shipping. To achieve this, the use of optical scanners and sensors are used to detect and remove unwanted product.
Once the product has been detected short bursts of compressed air can be utilized to push the item off the
production line. This air must meet the standards of CFR 21 which states “(g) Compressed air or other gases
mechanically introduced into food or used to clean food-contact surfaces or equipment shall be treated in such a way
that food is not contaminated with unlawful indirect food additives.” Reading Technologies, Inc. recommends either
part number KH-150-S08-3S (1”) or KH-060-S04-3S (1/2”) for all applications in wash down environments.  These
three stage 316 SS stainless housing units provide clean dry air to the air knife keeping the customer in compliance
with CFR21 for food production.”

If the application is not in a wash down area the standard “food grade” units; KH-150-F08-3F (1”) or KH-061-F04-3F
(1/2”) can be utilized to provide the same compliance requirements  

Another application would be the air to the optical scanner. This air must be kept free of oil and water contamination
to insure its proper function. Reading Technologies standard product line can accomplish this task. 

Heavy duty 316 Stainless Steel Construction and Automatic Drains. 

System provides ISO 8573 Class 1 Air for Oil and Dirt Carryover.

1st Stage:  1 micron at 99.9% efficiency

2nd Stage: 0.01 micron at 99.99998% efficiency

3rd Stage: 0.01 micron at 99.99999+% efficiency

Air Flow: 60 scfm or 150 scfm @ 100 PSI

½” or 1” NPT Inlet & Outlet

316 Stainless Steel Housing

Unit w/Float Drains Max Pressure: 250 PSI

Housing Max Pressure: 800 PSI
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W (Width) 10.1”

H (Height) 10.9”

D (Depth) 3.2”
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FEATURES:

APPLICATIONS:


